
DERBY BOAT SAFETY

Up to 20ft Checklist

Life jacket or PFD for each person on board

Buoyant heaving 15 metres (50') OR a life buoy attached to buoyant line 15 m.

Manual propelling device OR anchor with 15 m (50') of rope

Hand-bailer OR manual pump

If equipped with motor: Watertight flashlight OR 3 Type A, B, or C flares

Sound signalling device

Navigation lights - if operated at night or in restricted visibility

Fire extinguisher if equipped with inboard engine, fuel tank, fuel-burning stove, fridge or heater.

20 to 30ft Checklist

Life jacket or PFD for each person on board

Buoyant heaving 15 metres (50') OR a life buoy attached to buoyant line 15 m.

Manual propelling device (oar) OR anchor with 15 m (50') rope

Bailer OR manual pump

Watertight flashlight

6 flares: type A, B, or C *Exempt if never more than 1 nm (1.8 km) from shore

Sound signalling device

Navigation lights - if operated at night or in restricted visibility

Fire extinguisher (Type 5BC)

30 to 40ft Checklist

Life jacket or PFD for each person on board

Buoyant heaving line 15 m (50')

Life buoy attached to buoyant line 15 m (50').

1 anchor with 30 m (100') of rope

Manual Bilge pump OR bilge pump

Watertight flashlight

12 flares of Type A, B, C or D (max. 6 Type D)

Sound signalling device

Navigation lights

1 Magnetic Compass

Fire extinguisher (Type 10BC)

Please ensure angler had downloaded the MyCatch app and that it is up to date with the latest version. 

Ensure they have tried signing into the app and the tournament bar (blue) is visible. Inspection sticker 

is to be placed on the passenger (port) side of the boat.


